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HYDRAULIC HOSE

Meets or exceeds the performance requirements of SAE
100R1AT

Recommended for: High pressure hydraulic oil lines
Tube: Black, oil resistant synthetic rubber. (Nitrile)
Reinforcement: One braid of high tensile steel wire

Cover: Black, oil resistant and abrasion resistant
synthetic rubber.

Flame Resistance: Meets Flame Resistant Designation
‘U.S. MSHA" of the U.S. Department of Labor, Mine
Safety and Health Administration.

Temperature Range: from -40F to +212F

No skiving required for the B & F series hose ends.

DIEHARD 1 WIRE HOSE

Meets or exceeds the performance requirements of SAE
100R1AT

Recommended for: High pressure hydraulic oil lines, in
applic ations where the outside of the hose is subjected to
abrasion that may cause premature failure of standard
hoses.

Tube: Black, oil resistant synthetic rubber. (Nitrile)
Reinforcement: One braid of high tensile steel wire
Cover: Black, oil resistant and abrasion resistant
synthetic rubber. “FRAS’ Flame Resistant and Anti-
Static.

Flame Resistance: Meets Flame Resistant Designation
‘U.S. MSHA" of the U.S. Department of Labor, Mine
Safety and Health Administration.

Temperature Range: from -40F to +212F

Hose Hose Workin Bend s \ \
ITEM Dash °, oD bl sl | No skiving required for the B & F series hose ends.
T13A 3| 316 | .46 | 3600 1.4
T14A -4 1/4 .53 3250 1.5 Hose Hose Working Bend
ITEM Dash :
T15A -5 | 5116 | .59 3100 2.0 ID oD PSI  Radius
T16A 5 a8 | 69 | 2600 | 20 T14D 4 | 14 | 53 | 3250 15
T18A 8| 12 | 81 | 2300 3.0 T15D -5 | 516 | 59 | 3100 2.0
T110A 10| 58 | 93 | 1900 35 T16D 6 | 38 | 69 | 2600 2.0
T112A 12| 34 | 109 | 1500 | 43 T18D -8 | 12 | .81 | 2300 3.0
T116A 16 1 1.41 1300 55 T110D -10 5/8 93 1900 3.5
T120A 20| 1-1/4 | 172 | 945 165 T112D 212 3/4 | 1.09 | 1500 4.3
T124A 24112 199 | 725 20.0 T116D 16| 1 141 | 1300 5.5
T132A 321 2 | 252 | 380 | 240 T120D 20| 114 | 172 | 945 16.5
T124D 24| 12| 199 | 725 | 200
T132D 32| 2 | 252 | 580 | 240
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AVENGER 2 WIRE HOSE

Meets or exceeds the performance requirements of SAE
100R2AT

Recommended for; High pressure hydraulic oil lines
Tube: Black, oil resistant synthetic rubber. (Nitrile)
Reinforcement: Two braids of high tensile steel wire

Cover: Black, oil resistant and abrasion resistant
synthetic rubber.

Flame Resistance: Meets Flame Resistant Designation
“U.S. MSHA" of the U.S. Department of Labor, Mine
Safety and Health Administration.

Temperature Range: from -40F to +212F

No skiving required for the B & F series hose ends.

Hose Hose Working Bend

ML Dash '\n™" 'obp  PSI  Radius
T24A 4| 14 | 59 | 6000 | 4.0
T26A 6| 38 | 75 | 5100 | 50
T28A 8| 12 | 8 | 5000 | 70
T210A 10| 58 | 99 | 3600 | 80
T212A 42| 3/4 | 115 | 3100 | 95
T216A 46| 1 | 148 | 2540 | 120
T220A 20| 1-1/4 | 189 | 2030 | 165
T224A 2414112 | 214 | 1450 | 200
T232A 32| 2 | 265 | 1305 | 240
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DIEHARD 2 WIRE HOSE

— pash "5 "55° 381" Radius
T24D -4 1/4 .59 6000 4.0
T26D -6 3/8 .75 5100 5.0
T28D -8 12 .87 5100 7.0
T210D -10| 5/8 .99 3600 8.0
T212D -12 | 3/4 1.15 3100 9.5
T216D -16 1 1.48 2540 12.0
T220D -20 | 1-1/4 | 1.89 2030 16.5
T224D -24 | 1-1/2 | 214 1450 20.0
T232D -32 2 2.65 1305 24.0
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